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No. 128 PATTERN MAKER’S BENCH 

The “Oliver” Patternmaker’s bench is designed for 
pattern shops, carpenter shops, and other applications 
where a sturdy bench with a universal vise can be used 
to advantage. 


CONSTRUCTION 


Only materials of the highest quality are used. The 
top is made of Michigan hard maple strips, seasoned 
and kiln dried. Strips are double dowelled and glued 
so that top will not warp. Top is oiled for protection. 


SPECIFICATIONS 


The top is 96” long, 30” wide, 2%” thick. Total 
height is 36”, with top mounted on welded steel legs. 


Two steel drawers are regularly supplied, 20” long, 20” 


wide, and’6” deep. Each drawer fitted with lock and key. 


VISES 


Each bench is equipped with an Oliver No. 248 Uni- 
versal Vise, with jaws 18” x 74” and opens to 16”. Also 
equipped with No. 221-A Tail Vise with jaws 4” wide, 
opens 6”, complete with adjustable dog in front jaw. 


MODIFICATIONS 


If desired, ten 1“ square mortised holes can be fur- 
nished on the right hand front edge. 


If the two drawers are not required, they can be 
omitted with a corresponding reduction in price. 


WEIGHT 
Crated shipping weight, 575 lbs. 


“Oliver” Vises for Pattern Makers and Woodworkers. 


The No. 248 Universal Vise is rigid, quick acting and 
adaptable to hold various shapes. Jaws 18” x 7%" open 
to 16”. Heavy ribs to corners of jaws and center of 
clamping strain point assure holding power the entire 
length of the jaw. 


The steel screw is 1%” dia. and has self centering and 
detachable nut. Note the rigid construction of trunion 


and clamp lever for clamping jaws in any position in a 
complete circle. Shipping weight, 130 Ibs. 

The No. 221-A Solid Nut Tail Vise for woodworkers 
has jaws 4” wide, and opens 6”. It has double screw 
thread for quick action. An adjustable dog is mounted 
in the front jaw. 


No. 248 Vise, showing dogs to hold circles, rings, or segments. 


No, 221-A solid nut Tail Vise. 
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